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maximum certificated weights for various 
altitudes. 

(a) Weights–25,200 to 26,900 for the DC–3 and 
18,500 to 19,500 for the L–18. New maximum 
certificated weights of more than 25,200 but 
not more than 26,900 pounds for DC–3 and 
more than 18,500 but not more than 19,500 
pounds for L–18 airplanes may be established 
in accordance with the transport category 
performance requirements of either Part 4a 
or Part 4b, if the airplane at the new max-
imum weights can meet the structural re-
quirements of the elected part. 

(b) Weights of more than 26,900 for the DC–3 
and 19,500 for the L–18. New maximum certifi-
cated weights of more than 26,900 pounds for 
DC–3 and 19,500 pounds for L–18 airplanes 
shall be established in accordance with the 
structural performance, flight characteris-
tics, and ground handling requirements of 
Part 4b: Provided, That where literal compli-
ance with the structural requirements of 
Part 4b is extremely difficult to accomplish 
and would not contribute materially to the 
objective sought, and the Administrator 
finds that the experience with the DC–3 or L– 
18 airplanes justifies it, he is authorized to 
accept such measures of compliance as he 
finds will effectively accomplish the basic 
objective. 

(c) Airplane flight manual-performance oper-
ating information. An approved airplane flight 
manual shall be provided for each DC–3 and 
L–18 airplane which has had new maximum 
certificated weights established under this 
section. The airplane flight manual shall 
contain the applicable performance informa-
tion prescribed in that part of the regula-
tions under which the new certificated 
weights were established and such additional 
information as may be necessary to enable 
the application of the take-off, en route, and 
landing limitations prescribed for transport 
category airplanes in the operating parts of 
the Civil Air Regulations. 

(d) Performance operating limitations. Each 
airplane for which new maximum certifi-
cated weights are established in accordance 
with paragraphs (a) or (b) of this section 
shall be considered a transport category air-
plane for the purpose of complying with the 
performance operating limitations applica-
ble to the operations in which it is utilized. 

5. Reference. Unless otherwise provided, all 
references in this regulation to Part 4a and 
Part 4b are those parts of the Civil Air Regu-
lations in effect on September 1, 1953. 

This regulation supersedes Special Civil 
Air Regulation SR–398 and shall remain ef-
fective until superseded or rescinded by the 
Board. 

[19 FR 5039, Aug. 11, 1954. Redesignated at 29 
FR 19099, Dec. 30, 1964] 

Subpart A—General 

§ 25.1 Applicability. 

(a) This part prescribes airworthiness 
standards for the issue of type certifi-
cates, and changes to those certifi-
cates, for transport category airplanes. 

(b) Each person who applies under 
Part 21 for such a certificate or change 
must show compliance with the appli-
cable requirements in this part. 

§ 25.2 Special retroactive require-
ments. 

The following special retroactive re-
quirements are applicable to an air-
plane for which the regulations ref-
erenced in the type certificate predate 
the sections specified below— 

(a) Irrespective of the date of applica-
tion, each applicant for a supplemental 
type certificate (or an amendment to a 
type certificate) involving an increase 
in passenger seating capacity to a total 
greater than that for which the air-
plane has been type certificated must 
show that the airplane concerned 
meets the requirements of: 

(1) Sections 25.721(d), 25.783(g), 
25.785(c), 25.803(c)(2) through (9), 25.803 
(d) and (e), 25.807 (a), (c), and (d), 25.809 
(f) and (h), 25.811, 25.812, 25.813 (a), (b), 
and (c), 25.815, 25.817, 25.853 (a) and (b), 
25.855(a), 25.993(f), and 25.1359(c) in ef-
fect on October 24, 1967, and 

(2) Sections 25.803(b) and 25.803(c)(1) 
in effect on April 23, 1969. 

(b) Irrespective of the date of applica-
tion, each applicant for a supplemental 
type certificate (or an amendment to a 
type certificate) for an airplane manu-
factured after October 16, 1987, must 
show that the airplane meets the re-
quirements of § 25.807(c)(7) in effect on 
July 24, 1989. 

(c) Compliance with subsequent revi-
sions to the sections specified in para-
graph (a) or (b) of this section may be 
elected or may be required in accord-
ance with § 21.101(a) of this chapter. 

[Amdt. 25–72, 55 FR 29773, July 20, 1990, as 
amended by Amdt. 25–99, 65 FR 36266, June 7, 
2000] 
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